NOTE:

Us 301 IS ASSUMED TO RUN
IN A NORTH-SOUTH DIRECTION.
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NOTE: ALL SIGNALS CONTROLLING US 301
SHALL BE "BLACKFACED"

RIGHT OF WAY LINE

NEMA PHASING

FLASHING
OPERATION

PHASING NOTES:

1. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
2. PHASES ASSOCIATED BY & SOLID LINE WILL NOT OPERATE CONCURRENTLY
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CGRASS MEDIAN

NOTE:

THERE IS ONE HANDHOLE TO FiG
BE PLACED WITHIN THIS BREAK
313' FROM NOSE OF MEDIAN.
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CONSTRUCTION DETAILS

A. Install 27' steelpole twin 50'(cut to 40'3-60' mast arm, 20' lighting
arm with a 250W-HPS lumingire, traffic signal heods and signs as
shown. (Note: 1-3", 90° polyvinyl chloride (Schedule 80) bend.}

B. Install 27' steelpole with twin 50'-80' mast arms, 20" lighting arm
with o 250W-HPS luminaire, traffic signal heads and signs, as
shown. (Note: 1-3", 90°polyvinyl chloride (Schedule 80) bend.)

C. lInstall NEMA size "6" base-mounted cabinet and controller
with all necessary equipment as shown. (Note: 1-2",
90° polyvinyl chloride (Schedule 80} bend, 1-3", 90° polyviny!
chloride (Schedule 80) bend and 2-4", 90°polyvinyl
chloride (Schedule 80) bends.)

D. Install micro-probe set with 1000 lead-in.

E. Install 8' x 30'loop detector encased in '/4" flexible tubing
quadrupole type (3-6-3).

F. Install 8 x 20'loop detector encased in !/4" flexible tubing
quadrupole type (3-6-3).

G. Install handhole.

H. Instali 1" liquid tight flexibie non-metallic electrical conduit
(detector wire sieevel.

J. Install 1" gaivanized steel electrical conduit (Schedule 80} (trenched).

K. Remove existing pavement marking.

L. Install curb and gutter (70'R) beginning at the storm drain structure
on Heritage Green Parkway and tieing inte the existing curb and gutter
along US 301. Remove existing curb and guiter.

M. lnstall 3" polyvinyl chioride electrical conduit (Schedule 80} (trenched).
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psed handicapped ramp.

enght of 5" width double yellow centerline as shown.
ength of 5" width white edgeline as shown.

white stopline as shown.

isting ground mounted sign. (Yield, One-Way).

isting ground mounted sign. {Street namel.

isting ground mounted sign. (Stop).

hd mounted sign as shown.

y tracks (3' stripe, 9' space) as shown.
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RIGHT OF WAY LINE =

OVERHEAD UTILITY WIRE HEIGHTS

GENERAL NOTES:

BA 20'-5"
BA 23'-1¢

1. SEE GENERAL INFORMATION SHEET FOR PROPOSED
PAVEMENT MARKING DETAILS IN THE NORTHEAST

QUADRANT OF THE INTERSECTION.

2. SEE SHEET 2 OF 3 FOR THE ROUTE OF
INTERCONNECT CABLE SOUTH TGO MD 225.
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STREET TRAFFIC STUDIES, LTD.

Gateway infernational
1302 Concourse Drive, Sulte 104
Linthicum, Maryland 21090
Ph (4/0) 859-3553
Fax (4/0) B59-3579
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MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
Office of Traffic & Safely

TRAFFIC ENGINEERING DESIGN DIVISION
US 301 AND HERITAGE GREEN PARKWAY

DRAWN BY: _S.R.BARANOWSKI

=2 ConkF, TRAFFIC 9&15&:5 DESIGN DIVISION

CHECK BY: R.R.ZACHER| Ziz.
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